Optional

Gusset
T

4 : End Panel Attachment-Standard Method:
\  Bolt Heads 1) Bend in protruding "E" Slots
| BY 2) Align and Center End Panel
3) Blind Bore Clearance for Bolt Heads
and Sway Braces if applicable
- 4) Wood Screw thru holes provided
| \ 2 in Base; 2 in Gusset; 2 in Upright
o (minimum)
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; Sway Braces
.|\ ifapplicable

\

Notes: Wood Screws and Washers Not Provided
N Allow for floor leveling
_ijps— "E" Slots 1/4"min.Reveals Reccomended

|

Bolt Heads

NOT TO SCALE







END PANEL INSTALLATION NOTES:

0 = Hexhead
Boltheads
1/4" Thick Head

X 3/4" Round
Clearance Req'd

Wood
Screws

1) Hammer "E" Slots Outside Side Only
2) Inspect End Panel and Choose Best
Front Side

3) Measure and Drill 3/4" X 5/16" Deep
"Blind Bore" on Back Side to clear 4
protruding boltheads

4) Fasten End Panels to
Shelving with 8 each 1/2"- 5/8" Long
Wood Screws Thru Holes in

\ Base Bracket and Top Gusset
Wood
Screws
—
Blind|Holes L FRONT SIDE
NO HOLES OR SCREWS
Back Side Make Blind
Holes with
Either Router
N OR
Blind Holes Hinge Boring
Bit, but must
Wood set depth
Serews (ﬁ I<—Only 3/4"
Thick




